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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 



^^Eti^^tt^n i im^VN^ ^^Ts^^ii ra^%^uiKa a «&^^ 



IS 3759 (1987) 
Instruments] 




Jawaharlal Nehru 
'Step Out From the Old to the New' 



Blades, Skin Grafting [MHD 1: Surgical 



&&&i f /n^sb^s^ rs^arn^ 



2*S< W I *>S*V2^NK^ 



^frcvvv^ 



Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



?TR TJ^ ^TT teMHI | ^t ^Tift ^FTT ^f ^TT ^T^?TT \' 

Bhartrhari — Nitisatakam 
"Knowledge is such a treasure which cannot be stolen" 




.^^_ 



• 




BLANK PAGE 



*rt*2V^ 





PROTECTED BY COPYRIGHT 



UDC 61 5-472'3: 61 6*039-843 



IS : 3759 -1987 



Indian Standard 

SPECIFICATION FOR 
BLADES, SKIN GRAFTING 

(First Revision) 



( Reaffirmed 2001 ) 



1. Scope — Specifies the requirements of skin grafting blades used in skin grafting knives and 
dermatomes. 

2. Shape and Dimensions — As shown in Fig, 1. 
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ENLARGED 
SECTION XX 

All dimensions in millimetres. 
FIG. 1 BLADE, SKIN GRAFTING 

3. Material— High carbon low alloy steel conforming to designation 120Cr35 of IS : 7226-1974 
'Specification for cold-rolled medium, high carbon and low alloy steel strip for general engineering 
purposes' or high carbon steel with the following composition: 



Carbon 

Manganese 

Silicon 

Phosphorus 

Sulphur 



1'20 — 1'30 percent 
0'20 — 045 percent 
0*10 — 0'35 percent 
0035 percent, Max 
0025 percent, Max 



4. Hardness — The blades shall be hardened and tempered to 700-800 HV. 

5. Manufacture, Workmanship and Finish 

5.1 The blades shall be sharpened along the entire length of the cutting edge and shall include an 
angle of 16 ± 1°. 

5.2 The blade shall be perfectly straight and the centres of the holes shall be equi-distant from the 
cutting edge. 

5.3 The cutting edge shall be perfectly straight, uniform throughout, surgically sharp and free from 
feathers, nicks, high spots and waviness. 

5.4 The blades shall be highly polished and free from any blemishes. All edges, except the cutting 
edge, shall be rounded. 

6. Tests 

6.1 The cutting edge of the blade shall be examined under a magnification of at least 60 X In two 
directions along and perpendicular to the plane of the cutting edge, and it shall not reveal any feather 
edge, nicks, high spots, waviness or undulation. 
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6.2 The biade shaii be tested by shaving a piece of chamois leather with moderate pressure at least 
five times. They shall cut easily and cleanly along the entire length of the cutting edge. On comple- 
tion of the test, the blade shall show no sign of damage., when examined in accordance with 6.1 . 

7. Marking 

7.1 Each blade shall be legibly and indelibly marked with the manufacturers' name, initials, or 
recognized trade-mark. 

7.2 Certification Marking — Details available with the Bureau of Indian Standards. 

8. Packing 

8.1 The blades shall be coated with a thin film of a solution containing corrosion inhibitors or 
plastipeel. Blades shall be individually wrapped in wax paper and packed in cardboard cartons or 
plastic cases so that the cutting edge does not get damaged. 

8. Sampling — Sampling procedure and acceptance criteria for conformity shall be as agreed to 
between the purchaser and the supplier. A recommended scheme for the same is given in 
Appendix A. 



A-l. Lot 



APPENDIX A 

( Clause 9 ) 
SAMPLING PLAN AND CRITERIA FOR CONFORMITY 



A-1.1 In a consignment, all the blades of the same pattern and dimensions shall be grouped together 
to constitute a lot, not exceeding 50. Each lot shall be tested for the requirements of this 
specification. 

A-2. Scale of Sampling and Criteria for Conformity 

A-2.1 Eight blades from the lot shall be selected at random by using random number tables 
(IS : 4905-1368 Methods for random sampling) and tested for the requirements of shape and 
dimensions (2), material (3), workmanship and finish (5), marking (7), and packing (8). Any blade 
failing to meet one or more of the above requirements shall be termed defective. No defectives shall be 
permitted in the sample if the lot is to be accepted under this clause. 

A-2. 2 The iot which has been found satisfactory as in A-2.1 shaii be tested for other requirements. 
For this purpose three blades shall be sampled and tested for feathers, nicks, etc (5.3 and 6.1) and 
performance requirements (6.2) s One blade shall be tested for hardness (4). All samples shall pass 
the respective requirements if the lot is to be accepted under this clause. 



EXPLANATORY NOTE 

in this revised standard, the interchangeable dimensions have been modified in order to meet 
the universal interchangeability, besides some other dimensions have also been modified. Additional 
material requirement conforming to IS : 7226-1974 has also been specified. 
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